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THE DESIGN OF VARIABIE MACH NUMBER ASYMMETRIC SUPERSONIC
NOZZIES BY TWO PROCEDURES EMPLOYING INCLIRED
AND CURVED SONIC LINES

By Clarence A. Syvertson and Raymond C. Savin

SUMMARY

Two theoreticel procedures are developed for designing asymmetric
supersonic nozzles for which the calculated exit flow is nearly uniform
over & range of Mach numbers. One procedure is applicable at Mach num—
bers less than approximately 3. This approach yields, without itera—
tlon, a nozzle for which the calculated exit flow 1s uniform at two
Mech numbers end, with proper design, is nearly uniform at Mach numbers
between, slightly sbove, and slightly below these two. The use of &an
inclined and curved sonic line is an essential feature of this approach.
The second procedure requires iteration and is used for designs at Mach
numbers exceeding 3. Although it is not a necessary feature, an
Inclined and curved sonic line is also used in this procedure. In both
approaches the flow field downstream of the sonic line is determined
using the method of characteristics.

INTRODUCTION

The asymmetric, sliding—-block—type nozzle was first shown by Allen
(reference 1) to be an effective means for producing reasongbly uniform
supersonic flow over & rangs of Mach numbers. Allen indicated that the
principal advantage of this type of nozzle was its structural and
mechanical simplicity; however, he noted that the asymmetric nozzles
which were investigated had shown undesirable horizontal and vertical
static—pressure gradients at some operating speeds., An investigation
was therefore undertsken to develop systematic procedures for designing
gsymmetric nozzles which would produce exit flows of the desired uni—
formity for wind—tunnel testing over a given range of Mach numbers., The
purpose of the present peper 1s to describe the two most sultable design
procedures developed to date at the Ames Laboratory, Many features of
these procedures have resulted primarily from experience gained in the
design of 18 nozzles, 8 by the first procedure to be presented, and
10 by the second procedure,
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SYMBOLS

local speed of sound
height

Mach number, ratio of local velocity to local speed of
sound . _

static pressure

dynamic pressure

radius of curvature of streamline

dimensionless perturbation velocity component paraliel

X axis <:é% - %)

dimensionlggg perturbation velocity component parallel

y axis (\i%

velocity component parallel to x axis

velocity component parallel to ¥y axis

ET%)

dimensionless resultant velocity <- %
8

rectangular coordinates

Mach angle (arc sin %)

ratio of specific heats (1.400 for air)

stream statlc—pressure coefficient <p;P°>
0

angle between direction of flow and some reference axis
Subscripts

lower wall

to
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M conditlons st a specified Mach number
N measured normal to a surface
o Initial or reference conditions
8 conditions along a streamlline
U upper wall
Superscripts
* conditions where the Mach number is unity
ANATYSIS

Two Basic Features of the Variable Mach Number Asymmetric Nozzle

Before discussing specific procedures for designing two—dimensionsl
asymmetric nozzles, it is useful to consider from & gualitative point
of view the reasons why such nozzles are capable of producing uniform
exlt flows at more than one Mach number. It is generally accepted
that if a supersonic nozzle is to produce uniform exit flow at more
than one Mach number, the shape of the nozzle passage must be different
for each exit Mach number. For this reason, most variable Mach number
wind tunnels have employed either a serles of inbterchangesble nozzle
walls (blocks), each of Pixed geometry, or flexible nozzle walls. With
both of these solutions the contours of the nozzle walls are changed to

give the changes in passage shape required for veriation of the exit
Mach nurmber.

In contrast to these solutions, Allen's proposal is that the con—
toured nozzle wallg be rigld and that they be moved relative to each
other so as to form asymmetric passages of varlous shapes for producing
flows at different exit Mach numbers. An asymmetric nozzle of this
type 1s shown In figure 1. The solid lines show the passage shape for
a8 high Mach number exit flow; the daeshed line shows the lower rigid
wall moved to a new positlon to produce a passage shape for a low Mach
number exit flow. The lower wall is moved in a direction parallel to
the walls of the test section and the ratio of minimum section area to
test section area is thus changed while the test section area is
maintained constant., This first feature of the sliding-block asymmetric
nozzle makes it a practical device for varying the exit Mach number.
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It 18 slso clear from figure 1 that certaln portions of the walls
are Included in the supersonic flow region at the high Mach number
setting that were included in the less critical subsconic flow region at
the low Mach number setting. They may, therefore, be shaped to mske the
remaining downstream portions of the walls (designed to produce uniform
exit flow at the lower Mach number) consistent with uniform exit flow at
the higher Mach number. This second feature of the asymmetric nozzle
makes 1t possible to produce uniform exit flows at more than one exlt
Mech number. As is discussed later, it is ‘this feature which allows the
development of an explicit procedure for designing asymmetric nozzles
operating at Mach numbers less than approximately 3.

Determination of Flow Characteristics in
Asymmetric Nozzles

The problem of determining the characteristics of the flow between
the walls of an agsymmetric nozzle can be divided into three parts.
Figure 2, a schematic dilagram of the construction of the flow field in
a typical nozzle, willl be used to 1llustrate the different parts of the
problem. Part 1 is the determination of the flow conditions in the
region of the minimum section where supersonic flow first occurs.

Line AB in figure 2 represents the location of the points where the
initial flow conditions are calculated. Proceeding downstream, part 2
1s the determination of the flow characteristics from these initial
points to the region just upstream of the nozzle exit (area ABDC in
fig. 2). Part 3 is the comstruction of the flow field which must exist
in the region just upstream of the nozzle exit in order to have wmiform
exit flow. The region of the nozzle affected by this part of the-
problem 1s represented by the srea CDE. T

It will be seen later in the-analysils that the procedure developed
herein for Mach numbers less than 3 requires the nozzle walls to be
curved in the region of the minimum sectlon. This curvature of the
walls will cause the sonic line to be inclined with respect to the flow
direction and generally curved. Part 1 of_the problem of determining
the flow characteristics in an asymmetric nozzle is the determination
of the flow in the region of the inclined and curved sonic line. The
solution of this problem is discussed in appendix A.

Throughout this study the method of characteristics will be
employed .to construct the region of the supersonic flow field assoclated
with part 2 of the problem of determining the flow in asymmetric
nozzles. The characteristic solution of two—dimensional supersonic
flows was originally developed by Prandtl and Busemann (reference 2).
This solution may be accomplished by numerical or graphical processes,
or a combination of these two. Of the alternative approaches, the
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graphlical method was chosen as most suitable for the nozzle—design
problems considered here. The reasons for this choice are (1) the net
size can be easlly varied durlng the comstruction of the flow field;
and (2) the designer 1s enabled to visuallze graphically the velocity
diagram of the flow fileld.

Saver (references 3 and 4) has developed a graphical method for
exially symmetric flow fields in which the characteristic lines in the
hodogreph plane sre constructed in & step—-by—step process. An adapte—
tion of this method to two-dimensional supersonic flows is employed in
this paper. The hodograph on which the nozzle flow fields are
diagrammed is constructed using the polar coordinates W and & and,
for convenience, the hodograph is marked with lines of constant oy &nd

8. (A W-scale of 0.02 to the inch is used.) For an irrotational,
two—dimensional flow field, the characteristic lines in the hodograph
plane all have the same shape. This property permits the use of a
characteristic template which greatly increases the speed of the calcu—
lations (i.e., the construction of the Mach net). The shape of the
template can easily be determined since the relationship betwsen Mach
angle and flow dirsction along the characteristic lines is the same as
for the expansion gbout a cornmer of a uniform, two—dimensional, super—
sonic streem, This relationship, given by the femiliar Prandil-Meyer
equation (see, e.g., reference 55,

6 —o% = %E—i- arc 'ban[ / !7;% tan (90°—aM):]— (90°- aM)

ig plotted on the hodograph and the template is made from the curve.
A1l the characteristic nets to be discussed are constructed using the
hodograph and template just described.

The requirement for uniform exit flow in a nozzle is satisfied if
the entire flow field downstream of the nozzle exit can be represented
by a single point in the hodograph dlagram. This point is unique
since it represents the design flow parameters 6 and or,M for the

test section. The effect of this requirement on part 3 of the problem
of determining the flow characteristics in a nozzle is that area CDE
in figure 2 will be represented in the hodograph diagram by a single
second-family characteristic line.! This characteristic line passes
through the unique point mentioned above. The flow in region CDE will
be of the Prandtl-Meyer type. A discussion of this type of flow 1is
presented in appendix B.

1A second—Pamily characteristic line is a Mach line negatively inclined
with respect to the flow direction.
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Design Procedure for Mach Numbers Iess Than
Approximately 3

The following procedure for designing varisble Mach nurmber ssym—
metric nozzles is the more direct of the two to be presented. This
procedure consists of three manjor steps. These steps are as follows:
First, the contours of the downstream portions of the walls are deter—
mined to produce uniform exit flow at the lower design Mach number;
second, the flow field that must exist between these wall portions for
uniform exit flow at the higher design Mach number setting is deter—
mined; and third, the portioms of the walls upstream of those considered
in step one are shaped so as to produce the flow field determined in
step two. These three steps ensure that the nozzle will produce
theoretically uniform exit flow at the two design Mach numbers. It is
required, however, that the exit flow be nearly uniform over s range of
Mach numbers from slightly below the lower to slightly ebove the higher
design Mach number. Experience gained in this investigation has indi-—
cated that specifying continuous pressure gradients in the nozzle at
the design Mach numbers and continuous variation of the second derivae—
tives of the nozzle wall contours tends to minimize the calculated flow
irregularities over the Mach number range. These specifications, there—
fore, are embodied in both design procedures., The uniformity of the
flow at other than the two design Mach numbers should, of course, be
investigated.

Tt has alsoc been found for the proposed design procedures that in
order to minimize the flow irregularities at off—design Mach numbers it
is desirable to have the position of the minimum section move continu—
ously upstream along both walls as the exit Mach number is increased.
The continuous movement will be eccomplished if the wall contours
satisfy certain conditions in the region where the minimum section
moves. These conditions are: First, the wall contours should have
gingle curvature (no inflection points); second, they should have finite
redii of curveture; and third, the local radius of curvature of the
lower wall should always be sufficiently less than the local radius of
curvature of the upper wall to-emsure that in a glven position the
nozzle has only one minimum section.

The upper and lower design Mach nunbers and the test-section
height are first selected for any design undertaken. Tt follows from

the discussion of -the uniformity of the exit flow at off—design Mach
numbers that the two design Mach numbers may be selected somewhat

within the extremes of the desired range of operation of the nozzle.

A typical low Mach number construction, representing the first—step for
such & design, is shown in figure 3. For the first part of this con—
struction the flow parameters 6 and oy at a seriss of initial
points just downstream of the sonic line are determined from the tran—
sonic equations given in appendix A, These initial points are shown
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along line A-B. Use of the equations in sppendix A requires that the
radii of curvature of both walls in the region of the minimum section
be known. The radius of curvature of the lower wall is made large
compared to the minimum section height (of the order of 10 minimum
section heights) to permit an accurate application of these equations.
The upper—well redius of curvature at the minimum section is selected
in accordance with the discussion of appendix B to give Prandtl-Meyer
type flow in the region just upstream of the nozzle exit. (See
equation (B2).) To satisfy the conditions of appendix A, both radii
are kept constant a short distance (of the order of one-half the mini-
mum section height) upstream snd downstream of the minimum section.
The upper and lower walls are extended upstream to points J and I,
respectively, to fulfill this requirement.

For the second part of this construction the characteristic net is
constructed downstream of the initial polnts putting in one second—
famlly Mach line at a time. Line C-D in figure 3 is a typical second—
family Mach line. The radius of curvature of the upper wall is held
constant until the flow along that wall becomes of the Prandti-Meyer
type.2 This occurs at point E of figure 3(a). The curvature of the
lower wall is held constant until the design Mach number is approached
on that surface.® The curvature is then gradually decreased, becoming
zero where the design Mach number is attained (point G in figure 3(a)).*
When the characteristic net is complete, the shape of the downstream
portions of both walls is determined. The first major step in the
deslign procedure is now complete.

2The flow along the upper wall becomes of the Prandtl-Meyer type when
the line representing that wall in the hodogreph diagram, line ACE
in figure 3(b), becomes tangent to a second—Pamily characteristic
line such as line E-H. Experience has indiceted that this tangency
will occur if the upper—wall radius of curvature is selected by use
of equation (B2) and if the other suggestions are followed.

®The curvature of the lower wall is mainteined constant over most of
the length of this construction since this results in the shortest
nozzle without increasing the curvature. Increasing curvature in the
streamwise direction has been found difficult to handle in later
constructions.

“It 1s difficult to establish a definite rule for the length of the
portion of the lower wall along which the curvature is decreased to
zero. A length of one—half to one test—section heights has been
found satisfactory.
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The flow field that must exist between these portions of the walls
for wniform exit flow at the higher Mach number setting will now be
determined. Maintaining the test-section height constent, the upper—
and lower—wall portions are rotated to meke @ = 0 in the test section.
Then holding the upper wall stebtionary, the lower wall 1s translated
horizontelly until it is in the higher design Mach number sebting. A
satisfactory criterion for this position is that the downstream ends of
the contoured portions, points G and H in figure 4(e), be alined along
the same first-family Mach line inclined at the Mach angle corresponding
to the higher design Mach number. Specifying uniform flow downstream
of this Mach line, the characteristic net can be comstructed between the
portions of the walls in the reverse of the flow direction. Such a
construction is shown in figure 4. The construction is continued to the
upstream end of the upper—wall portion, point-J. In general, the
termination of the construction on the lower wall, point K of figure 4(a),
wlll lie downstream of the end of the predetermined portion, polnt L; if
not, the lower wall can be extended at constant curvature. This charac—
teristic net comstruction determines the flow conditions that must exist
between the two wall portions if the exit flow is to be uniform st the
higher deslign Mach number,.

The next problem is to determine the shape of the portioms of both
walls between the new minimum section and the line J—K of figure k.
This shape must be such as to produce the seme variation of Mach sngle
and stream aengle along the Mach line J-K as was obtained by the
charscteristic net comstruction outlined in the preceding parsgreph.
The radius of curvature of the lower wall at the minimum section is
selected in the same menmer as for the lower design Mach number. The
height of the minimum section may be calculated by use of the one—
dimensionel aree-ratio relationship since the curvature of the sonic
line does not significantly influence the mass flow. The radius of
curvature of the upper wall is selected with the aid of equation (B2)
to give approximstely the same variation from Prandtl-Meyer type flow
as occurs at the Mach line J-K.5 This selection need only be an

SThe difference from Prandtl-Meyer type flow at polnt K in figure L4.is
defined here as the difference between de/daM along line KG evalu~-
ated at point K and de/qu along the second—famlly character—

lstic line passing through point K. If, for example, [de/quf along

line KG 18 10 percent less than along the characteristic line, the
curvature of the upper wall should be about 10 percent less than that
calculated for Prandtl-Meyer type flow. The curvature for Prandtl—
Meyer type flow may be calculated by use of equation (B2).' In that
equation Ry is the radius of curvature of the lower wall at point K
and hy 1s the normal distance between the two walls which may be
estimated graphically in figure L(a).
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estimate. It should be pointed out that there is no way of knowing in
advance the location of the new minimum section with respect to the
test section. For this reason a different coordinste system is used
for the new construction.

Following the procedure of the lower Mach number design, the
initial points are selected along line A'-B' of figure 5. The charac—
teristic net will be constructed downstream of the initial points until
the Mach number on the lower wall coincides with the Mach number at
point K in figure 4(a). At this point on the lower wall two other
conditione should also be satisfied. These conditions are: (1) the rate
of change of Mach angle with flow angle slong the lower wall should be
the same as at point X, and (2) the radius of curvature of the lower
wall st this point and upstream of the point a distance equal to the
distance KL of figure 4(a) should be the same as st point K. These
conditions mey be satisfied by using the following procedure. The net
is Plrst consfructed es far as point P in figure 5, while simultaneously
the radius of curvature of the lower wall is gradually increased. This
part of the construction determines line B'—P in the hodograph
(fig. 5(b)). The point where the Mach number coincides with point K
will be designsted as point M. A line representing the lower wall in
the hodograph diasgram is Paired from point P to point M in a manner to
be tangent to the line B'-P and to give the same d6/dmy along this

line at point M as the previous comstruction (fig. 4) had along the lire
K-G st the point K. This curve represents a lower well which will
satisfy condition (1) end determines the valus of 6 at point M. With
the value of 6 and the radius of curvature at point M the shape of the
portion of the lower wall from point P to point M mey be chosen to
satisfy condition (2). Several points are chosen along line P-M and are
combined with the Mach line Q—P to determine the net in the region QNMP
in figure 5(a). The shape of the upper wall in this region is the
streamline through point Q.

The two constructions in the physicel plane (figs. 4(a) and 5(a))
are then joined at points K and M and properly oriented by equating 6
at the two points. This orientation brings the two constructions to
the sems coordinete system. The combined constructions in the physical
plane asre shown in figure 6. The characteristic net is comstructed
between the two portions in the region NKJ and the upper wall contour is
determined by plotting a streamline connecting the two portions of the
upper wall. This completes the design of the contoured walls which will
produce theoretically uniform exit flow at both design Mach numbers.

The flow in the nozzle should be investigated st several other Mach
numbers in the design range to determine if any significant variations
of Mach number or flow inclinstion occur in the test section. This has
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not occurred in any of the slght designs attempted. Should any signi-
ficant variations occur, however, appropriate corrective measures of the
type discussed in the next section cen be taken.

In theory there is no apparent reason why this design procedure
should be restricted to two Mach numbers or why 1t should be limited to
Mach numbers less than 3. DPractical difficulties do limlt its applica—
bility, however. For example, if the higher design Mach number exceeds
approximately 3, it becomes very difficult to find contours for the
lower Mach number portions of the walls to which any edditional portiors
may be added to glve uniform exit flow at this higher Mach number. The
difficulty develops when the characteristic net is constructed in the
reverse of the flow direction., Expansion wavelets, which diverge in the
streamwise direction, converge in this construction. Above M = 3 +the
rate of convergence is such that, in spproximastely 10 constructions
attempted, several waves were found to coalesce. When this coalescense
occurs, no solution gt.the higher design Mach number is possible using
the present method. A similar difficulty (note discussion in appendix B)
develops when the procedurs 1s repeated for a third Msch number below 3.
These difficulties could possibly be overcome by considerably increasing
the length of the nozzle. This solution 1s impractical, however, for
meny applications (e.g., lerge wind tunmnels).

Design Procedure for Mach Numbers Greater Than Approximately 3

The procedure for designing varieble Msch number ssymmetric nozzles
to operate at Mach numbers greater then 3 employs an averaging process
and yields nozzles for which the analysis indicates approximstely uni-—
form exlt flow. The conbtour is designed first for the highest Mach
number by a procedure similar to that used Ffor the design of the lower
Mach number portion of the walls discussed in the preceeding section. ~
Figure 7 represents the physical plane of a construction of this type.

A difference between this design procedure and the one referred to above
is that the flow along the upper wall does not become of the Prandtl-
Meyer type before point C. At this point 1t must, to satisfy the
requirements for uniform exit flow. In general, it has been found
desirable to turn the flow between points A and E through an sngle no
greater than the Prandtl-Meyer expansion angle for the lowest design
Mech number. The reason for this limitation is dlscussed in the next
varagraph. : _

The contours for the highest Mach number are translated to the
lowest design Mach number setting and the cheracteristic net is recon—
structed. Adjustments are made to the shape of the portion of-+the upper
wall between point C and point E of figure 7 to provide uniform exit
Tlow at this lowest Mach number. The process is repeated at two
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intermediate Mech nunbers. For the portion C-E, four contours result.
These results are plotted in the form of'slope curves (i.e., 6 as a
function of x) and an arithmetic mean of the extremes taken. Exper—
ience gained in constructing 10 nozzles by this method has shown that
limiting the angle through which the flow is turned in the manner sug—
gested in the previous paragraph will minimize the difference between

the four contours for the portion of the wall between point C and
point E.

The mean contour is then substituted for the portion C—E in each of
the four conmstructions. The characteristic nets are changed in this
region and extended into the test sectlon. From these conmstructions,
plots are made of the stream angle and Mach number distributions in the
test section. Should any unacceptable variations result, they are
traced back through that particular construction and appropriate adjust—
ments made to the walls. The effect of these adjustments on the other
three constructions must then be considered. Through a series of such
adjustments, nearly uniform flow (stream—angle veriations of less than
+0.25°) can generally be obtalned at all four Mach numbers.

Computation of Ordinates and Boundary-Layer Correction

A first determination of the basic wall contours has now been made;
however, as was discussed previously, these contours must be examined
to ensure that the second derivetive curves are fair. The slope curves
of the contours (i.e., & as a functlion of x) are converted to first
derivative curves (i.e., dy/dx as a function of x) which are differ—
entiated graphically to obtain the values of the second derivatives.
Curves are faired through these values and revised first derivatives
and slopes ere obtained from graphical integration of these curves.
Experience has indicated that the original and revised slopes should
agree to within 30.03° at all stations. The process of falring and
integrating should be repeated, if necessary, until this criterion is
satisfied. The revised ordinates are obtained in the usual manner from
the revised first derivative curves.

The results of Tucker (reference 6) may be used to compute the
boundary~layer correction for both low and high Mach number nozzles.
To be consistent with the determination of the uncorrected nozzle con—
tours, care should be taken to ensure that the boundary—layer correction
is also fair to the second derivative.

DISCUSSION

Many veriations of the procedures glven for the design of variable
Mach number, asymmetric, supersonic nozzles are possible. The
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suggestions given result primarily from experience. In regard to the
fairness of the nozzle walls, something more should be said. As the
second derivetive of the nozzle contour is directly related to the pres—
sure gradient, continuous variation of the second derivative along the
nozzle wall tends to ensure continuous variation of the pressure
gradient. Theoretically, a discontinuity in the second derivative is
permissible, provided the Mach line (or its reflection) passing through
this discontinuity also passes through another discontinuity of opposite
nature and equal magnitude. With asymmetric nozzles of the type under
consideration, this requirement would not necessarily be satisfiled at
all settings; hence, continuity of the second derivative of both walls
is specified. It follows, of course, that the curvaeture of both walls
goes to zero comtinuously st the nozzle exit.

The usefulness of the design procedure for Mach numbers less than
approximately 3 lies in its direct, noniterative approasch and in the
fact that theoretically uniform exit flow 1n a nozzle can be obtailned at
two Mach numbers. If the flow is uniform at two Mach numbers, it seems
reasonsble to expect the flow to be nearly uniform at intermediate Mach
numbers and Mach numbers slightly ebove the higher and slightly below
the lower design Mech number. Theoretical analyses of the flow at
several off—design Mach numbers have substantisted this expectation in
all eight designs completed.

No experimental results for large—scelé nozzles are available with
which the theoreticel predictions of the methods presented in this
paper mey be compared. Some date are availeble which were obteined in—
a 2— by 2—inch nozzle designed by the procedure for Mach numbers less
then 3. This nozzle was designed to have uniform exit flow at Mach
numbers of 1.5 and 2.6. The coordinastes for the walls of this nozzle
are presented in teable IT These coordinates do not include & correction
for boundary layer; however, the coordinates of the nozzle fabricated
did have a boundary-layer correction.® Static— and pitot—pressure
surveys were mede in the test section and the results of these surveys,
converted to stream static-pressure coefficlent, are shown in figure 8.
These results indicate that variations in stream static—pressure coeffi-
cient are small, never exceeding approximately +0.006 over the Mach
number range. These variations are of the same order as the errors
involved in the measurements. The results of the surveys indlcate no
large, undesirable gradilents as were observed at some Mach numbers by
Allen (reference 1) in the tests which led to the present investigation.

SThe coordinates of the walls of this nozzle are not given with correc—
tion for boundary layer since these coordinates would apply only for
the Reynolds number at which these tests were conducted.
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CONRCLUSIORS

Two theoretical procedures are developed for designing ssymmetric
supersonic nozzles for which the caleulated exit flow is nearly uniform
over a range of Mach numbers. One procedure 1s applicable at Mach
numbers less than approximately 3 and yields, without iteration, a
nozzle producing theoretically uniform exit flow at two Mach numbers and
neerly uniform exit flow over a range of Mach numbers. An essential
feature of this procedure is the use of en inclined and curved sonic
line. The other procedurs requires iterstion and 1s used for nozzles
designed to operate at Mach numbers greater than approximately 3.
Although it is not an essential feature, an inclined and curved sonic
line is also employed in this procedurs.

A 2— by 2—inch nozzle was designed by the procedure for Mach
nunbers less than 3 to operate over the Mach number range from 1.5 to
2.6. The results of static— and pitot—pressure surveys in the test
section of this nozzle indicate a maximum variation of $0.006 in the
stream statlc—pressure coefficlent over the design Mach nunber range.

Ames Aeromsutical Laboratory
National Advisory Committee for Aeronautics
Moffett Fileld, Calif., Jan. 19, 1951



1k NACA TN 2922

APPENDIX A

DETERMINATION OF THE FIOW FIELD NEAR THE SONIC LINE

Sauer (reference T), among others, has developed equations defining
the sonic line in flow through the minimum section of & symmetrical
nozzle. Sauer also developed similar equations defining transonic flow
about profiles. The equations for the transonic flow about a profile
may be applied to flow through the minimum section of an asymmetric
nozzle,

The origin of the coordinaste system 1s placed at the point where
sonic veloeclty occurs on the upper contour, and the x axls is made
tangent to this contour. (See fig. 9.) By the use of Sauer's develop—
ment but adding a term in the fourth power of y in the veloclty
potential, the following equations result:

u=ax — By + y2 [ 2L ey g2 J + 0 v e (A1)
Vv = —BX + Xy [232 + (7+1) a?} [aﬁ 721 +Upx (7'+l a2 + BZ)J v o+
2 B}
gl oo ... (42)
where
1
B = o0 .
Ry (A3)
2. L [-1_ (_1___1>___1_J
o o ¥ \F ", 72 | (Ak)

Equations (Al), (A3), and (Ah) are the same as Sauer's results. Equa~—
tion (A2) includes one additional term.

In order to fix the sonic line with respect to the minimum section,
it is necessary to know Xy OT Xy e (Noté fig. 9.) It may be

deduced from the geometry of the prdblém that

X - X
M, — X
. s L= <1Zu> _ (45)
X-XMU
y=0
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and

X b < ’
My _ M (i)
Ry E]T..L TN/ g (46)

Setting
={ =¥
K= <l+u> X=0
=Ys

meking the necessary substitutions in equations (A5) and (A6), and
solving for XMU and XML yields

1

. .
Im = m [:A/ (RU + ¥Yg — RL + GKRLRU) - )-l-(IKBLRU(RU - RL) -

(Rg + y5 — Ry, + G‘KRLBU):I (AT)

and

Equations (Al) through (A8) define the shape of the sonic line,
provided the local flow velocity is not too different from sonic
velocity in the region near the sonic line and provided the radii of
curvature of the lower and upper walls are essentially constant in this
region, The stream angle and Mach angle at any point near the mini-
mum section can be calculated by standsrd methods from the known values
of u and v. The correction to mass flow due to the curvature end
inclinstion of the sonic line was investigated and found to be negli—
glble for nozzles having moderately curved and inclined sonic lines.

If the nozzle is symmetrical, then the upper wall is the plane of
symmetry and it follows that

=0

The previously developed equations for flow in the region of the sonic
line now reduce to

u=or.x+zg—ld,2y2

2
v = (y+l)aBxy + _(__7;1) a®ys

1 1

AP = — T =
7+1 ySRL
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and
+1
m:—%aysz

These equations are identical to those developed by Sauer for a
symmetric nozzle. It should be noted that in this analysis y; 1is, of
course, always negative.
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APPENDIX B

PRANDTI~-MEYER FLOW G

In the reglon just upstream of the exlit from an asymmetric super—
sonic nozzle, a special type of flow occurs. This region (ABC in
fig. 10) is bounded by the curved upper tunnel wall and the Mach line
passing through the downstream end of thils wall. Since the walls are
straight downstream of the line A-B, any varlations in Mach number and
flow angle along this line will be present in the test region. For
uniform exit flow the flow conditions along this line, or any other
first—family Mach line in this general region, must be conmstant., The
relationship between Mach number and flow angle slong the upper wall
from point C to point A must therefore be the same as for Prandtl-Meyer
expansion of a uniform, two—dimensional, supersonlc stream about a
corner. The solution to this flow problem is well known (see, e.g.,
references 8 and 9) and will not be presented here, but rather the
application of the solution to the problem of supersonic nozzle design
will be discussed.

Consider now a nozzle made up of elements of two Prandtl-Meyer
streamlines as shown in figure 11. It is clear from the figure that

by = gy = vy . (B1)

Assume that the ratio between the normal height from the streamline to
the effective corner hy and the radius of curvature of the streamline
R 1s & function of the local Mach number only. This will be proven

subsequently. Replacing hMU and hMI with the product of this ratio

and the proper radius of curvature, equation (Bl) becomes

_ by
by = g (Ry — Ry (B2)
The function P 1is defined as
P= _EN_. - i’l (B3)
Ry — Ry, R _

By combining equations (B2) and (B3) it can be seen that the equation
P=0 ' (B4)
applies only when the flow is of the Prandtl-Meyer type between the two

streamlines. With this type of flow the change in flow angle between
any two Mach lines of the first family, such as those shown
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in figure 11, is the same along either streamline,
Conslder now when
P >0 (B3)

If all the quantities in P are treated as flxed with the exception of
Ry, (note equation (B3)) the inequality means that Ry is greater than
for the case of Prandti-Meyer flow, The change in flow angle slong the
lower streamline between two Mach lines will be less, Some additionsl
turning of the stream will be required by reflected wavelets from the
upgtresm portion of the nozzle. 1In this case the wavelets would be
expangions.

Consider the lnequality
P< O (B6)

By use of the same reasoning as in the previous paragraph, it can be
shown that reflected compression wavelets are required.,

For a given asymmetric nozzle the ratio hy/(Rg—Ry) will be fixed
by the geometry of the nozzle (as determined, for example, at the first
design Mach number) while /R will vary with the Mach number in the
region of the nozzle exit. Hence, knowing the varlation in hM/R it
will be possible to determine qualitatively the wvariation in P and
thus the type and concentration of wavelets that must be reflected in
the nozzle at various Mach numbers.

It now remains to determine the msnmner in which hM/R varies with
Mach number. The equation of & Prandtl-Meyer streamline in polar coor—
dinates as given by Sauer (reference k) is - -

S-S

The coordinate system is shown in figure 12. The radius of curvature
of this streamline can be found as a function of h, and w. The angle
o 1s related to the local Mach number by the following equation, also
teken from reference 4:

e (7+l_) -2 COSZ(Z_%&) (56)
(y-1) cos2 V%w}
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Equation (B8) can be combined with the expression for the radius of
curvature in terms of hy and ® +to give

-1 7+l
hy (741) M3 | 1+ %Mz 501 (59)
R= B9
2 (M2-1) 7—;.1_
From onse—dimensional area-ratio considerations (reference 5)
e R
hy 1+ z:i-M2
2
Combination of equations (B9) and (Bl0) yields
b 2
M 2  (MR1) (B11)

R (1) M%
The ratio hy/R 1s plotted as a function of Mach nmumber in figure 13.

Consider now a typlcal example of how the parameter P can be
employed to guide asymmetric nozzle design. Assume & nozzle 1s desligned
wlth no reflected wavelets at a Mach number of 1.2; in this case, then,
P equals O, The nozzle is required, however, to operate up to a Mach
number of 2.0, It 1s clear from figure 13, the equation for P, and the
previous discussion that, up to a Mach number of 1.8, P 1is less than O
and hence reflected compression wavelets are requlred near the exit.
Above a Mach number of 1.8, P 1s greater than O and hence reflected
expansion wavelets are required to give uniform flow at the exlt. This
change 1n the type of reflected wavelets required is difficult to obtaln
with walls of reasonable shape. Reflected compression wavelets result
from an upper wall of relatively large curvature and reflected expanslon
wavelets result from an upper wall of relatlvely small curvature.
Therefore, the design of a nozzle operating over a range of Mach num—
bers spamning the peak in the hM/R curve ls difficult. One nozzle
wes designed to give uniform exit flow at M = 1.2, 1.6, and 2,0; however,
the second derivative of one portion of the upper wall varied rapldly
over a short distance., This portion produced & shock wave at M = 1.8.



20

NACA TN 2922

REFERENCES

Allen, H, Julian: The Asymmetric AdJjustable Supersonic Nozzle for
Wind—Tunnel Application. NACA TN 2922, 1953.

Prandtl, L., and Busemann, A.: Nahrungsverfahren zur zeichnerische
Ermittlung von ebenen Stromungen mit Uberschallgeschwindigkeit.
Stodola Festschrift, Zurich, 1929.

Sauer, R.: Method of Characteristics for Three-Dimensicnal Axielly
Symmetrical Supersonic Flows. NACA TM 1133, 1947.

Sauer, R.: Introduction to Theoretical Gas Dynamics (Translation by
Freeman K. Hill and Ralph A. Alpher), (Ann Arbor), J. W. Edwards,

1947, pp. 8487

Staff of the Ames 1— by 3-Foot Supersonic Wind-Tunnel Section: Notes
and Tables for Use in the Analysis of Supersonic Flow. NACA
TN 1428, 1947.

Tucker, Maurice: Approximate Turbulent Boundary-lLeyer Development
in Plane Compressible Flow Along Thermally Insulated Surfaces
wilth Application to Supersonic—Tunnel Contour Correction. NACA
TN 2045, 1950.

Sauer, R.: General Characteristics of the Flow Through Nozzles at
Near Critical Speeds. NACA TM 1147, 19L47. N ' ’

Prandtl, L.: Neue Untersuchungen tber die strdmende Bewegung der
Gase und Dampfe. Phys. Zeitschrift, Bd. 8, no. 1, 1907, pp. 23-30.

Meyer, Th.: The Two Dimensional Phenomena of Motion in a Gas
Flowing at Supersonic Velocity. Cornell Research Foundation,
Buffalo, N. Y., Aug. 1945. (Translation from Mitteilungen uber
Forschungssrbelten auf dem Geblete des Ingenleurwesens, Heft 62,

1908, pp. 31-67.)



NACA TN 2922

MACH NUMBERS OF 1.5 AMD 2.6.%

TABIE I.—~ COORDINATES OF NOZZIE WALIS DESIGNED FOR

Xu|
e
T
w
XL \‘ 2.0*00
i
L 2/
tt—— p —>

Xy Yo Iy Yg po A Y1, X3, 1y,
0.000 | 0.0000 9.200 | 0.6860 |0.000 | 0.0000 6.600 | 0.3629

.200 .0000 9.400 .T265 .200 .0000 6.800 .3976

oo .0001 9.600 .T683 400 .0001 7.000 L4345

.600 .0002 9.800 .8115 .600 .0003 7.200 737

.800 .0006 | 10.000 8559 800 .0007 7.400 5153
1.000 .0011 | 10.200 .9016 |1.000 .0013 7.600 5592
1.200 .0020 | 10.400 9486 |1.200 .0022 7.800 .6056
1.4%00 .0032 | 10.600 .9969 1§ 1.k00 .0035 8.000 6544
1.600 0047 | 10.800 | 1.0465 |1.600 L0052 8.200 . 7056
1.800 | .0067 | 11.000 | 1.0975 |1.800 .00Th 8.400 .T993
2.000 009t | 11.200 | 1.1k97 t2.000 .0102 8.600 .8155
2.200 .0120 | 11.k00 | 1.2033 |2.200 .013k 8.800 .8743
2.k00 L0154 | 11.600 | 1.2582 |2.400 L0173 9.000 .9356
2.600 .0193 | 11.800 | 1.3146 |2.600 .0219 9.200 .9995
2.800 .0238 | 12.000 | 1.3723 }2.800 0271 9.hoo | 1.0660
3.000 .0290 | 12.200 | 1.k316 | 3.000 .0332 9.600 | 1.1352
3.200 .0348 | 12.%00 | 1.k9028 | 3.200 0401 | 9.800 | 1.2071
3.hoo .0h12 | 12.600 | 1.5562 | 3.400 .ok79 | 10.000 | 1.2818
3.600 048k | 12.800 | 1.6221 | 3.600 .0568 | 10.200 | 1.3592
3.800 .0563 | 13.000 { 1.6906 | 3.800 .0668 | 10.400 | 1.4395
k.000 L0651 | 13.200 | 1.7618 { L.000 .0780 | 10.600 | 1.5226
k.200 OT7h7 | 13.k00 | 1.8357 | k.200 .0905 | 10.800 | 1.608T7
4. koo .0853 | 13.600 | 1.9123 | L.koO Jdokk | 11.000 | 1.6977
4,600 .0968 | 13.800 { 1.991% | k.600 L1197 | 11.200 | 1.7896
%.800 109k | 1k.000 | 2.0730 | 4.800 .1365 | 11.500 | 1.88L45
5.000 .1231 | 1k.200 | 2.1568 | 5.000 548 | 11.600 | 1.9826
5.200 1379 | 1k4.4300 | 2.2k23 |5.200 L1748 | 11.800 | 2.0837
5.400 21538 | 1k.600 | 2.3295 |5.k00 .1963 | 12.000 | 2.1880
5.600 .1708 | 1%.800 | 2.4183 | 5.600 .2196 | 12.200 | 2.2955
5.800 .1890 | 15.000 | 2.5087 | 5.800 L2hh5 | 12.4500 | 2.4062
6.000 .2084 | 15.200 | 2.6006 | 6.000 2113 | 12.600 | 2.5201
6.200 2089 | 15.400 { 2.6940 | 6.200 .2999 t 12.800 | 2.637%
6.400 2507 | 15.600 | 2.7891 | 6.400 .330k | 13.000 | 2.7581
6.600 .2737 | 15.800 | 2.8859
6.800 2979 | 16.000 | 2.98k2
7.000 .3233 | 16.200 | 3.0843
T7.200 .3499 | 16.400 | 3.1860
T7.400 .3778 | 16.600 | 3.280k
T.600 4070 | 16.800 | 3.3945 For M=1.5,Db = 2.236
T7.800 4345 | 17.000 | 3.501%
8.000 692 | 17.200 | 3.6100 M=2.6, b= 54800
8.200 5022 | 17.k00 | 3.T7204
8.400 .5364h | 17.600 | 3.8325
8.600 5719 | 17.800 | 3.9465
8.800 .6087 | 18.000 | k.0622
9.000 6467 | 18.200 | Lk.1798

*Coordinates do not include correction for boundary layer.
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Figure |.— Variable Mach number asymmelric supersonic nozzle.
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Figure Z2.— Schematic diagram of the construction of the flow field in a typical asymmetric nozzle.
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(a) Physical plane.

Mach angle, @y, degrees

(b) Hodograph plane. < RET

Figure 3.— Typical construction of characteristic net at
lower design Mach number.
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(a) Phystcal plane.
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(b) Hodograph plane.

Figure 5- Typical construction downstream of minimum
section at hiaher design Mach number.
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W

Frgure 6.— Combined constructions at higher design Mach number
showing completed characteristic net and streamline uniting
the two portions of the upper wall,

Figure 7 — Construction for high Mach number design procedure,
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Figure 8.— The variation of the stream static pressure
coefficient axially in the 2- by 2- inch tesl section.
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Figure 8— Continued,
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Figure 9.— Geometry of the minimum section of an

asymmetric nozzle.
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Figure 10.— Downstream end of flow field in an asymmeftric
nozzle with uniform exit flow. _

Figure Il.— Section of asymmetric nozzle made up of elemenis
of two Prandt!—-Meyer streamlines.
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